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In electronics, impedance matching is the practice of designing the input impedance of an electrical load or
the output impedance of its corresponding signal source to maximize the power transfer or minimize signal
reflection from the load.. In the case of a complex source impedance Z S and load impedance Z L, maximum
power transfer is obtained when
Impedance matching - Wikipedia
In radio and telecommunications a dipole antenna or doublet is the simplest and most widely used class of
antenna. The dipole is any one of a class of antennas producing a radiation pattern approximating that of an
elementary electric dipole with a radiating structure supporting a line current so energized that the current has
only one node at each end.
Dipole antenna - Wikipedia
este cÃ¢mpul electric radiat de antenÄƒ dacÄƒ nu existÄƒ pÄƒmÃ¢nt. is the electrical field radiated by the
antenna if there were no ground. = este numÄƒrul de undÄƒ. este lungimea de undÄƒ.; este distanÈ›a dintre
antenÄƒ È™i imaginea sa (de douÄƒ ori Ã®nÄƒlÈ›imea de la centrul antenei).
AntenÄƒ (radio) - Wikipedia
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Babak and Clayton V. Deutsch, #40659 (2011).. Characterization of Diapir-Associated Complex Structural
Geometries in Neogene Sequence, Indus Offshore Delta, Pakistan, Zakaullah Babar, Claudio Tobia, and
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The University of Arizona (UA) is the flagship institution in the State of Arizona and offers graduate programs
in more than 150 areas of study. Graduate programs of study are described here in our Graduate Catalog
and Program Descriptions.
Graduate Catalog and Program - University of Arizona
Introduction Heavy oil is defined as liquid petroleum of less than 20Â°API gravity or more than 200 cp
viscosity at reservoir conditions. No explicit differentiation is made between heavy oil and oil sands (tar
sands), although the criteria of less than 12Â°API gravity and greater than 10,000 cp are sometimes used to
define oil sands.
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